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METAL CUTTINGENGINEERS’ TOOLS
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Used to indent, mark, scribe lines and to make indentations in workpieces prior 
to drilling. Punch point accurately ground to an angle of 90°

Part No Point Diameter Length Pack Size

351A 3.2mm (1⁄8") 100mm (4") 10

351B 4mm (5⁄32") 100mm (4") 10

351C 4.8mm (3⁄16") 100mm (4") 10

351D 6.35mm (1⁄4") 100mm (4") 10

351W Wallet containing one of each 1 set

PUNCHES

1

2

Used to punch out pins and dowels

Part No Point Diameter Length Pack Size

161AA 1.7mm (1⁄16") 100mm (4") 10

161A 2.3mm (3⁄32") 100mm (4") 10

161B 3.1mm (1⁄8") 100mm (4") 10

161CC 3.9mm (5⁄32") 100mm (4") 10

161C 4.7mm (3⁄16") 100mm (4") 10

161DD 5.3mm (7⁄32") 100mm (4") 10

161D 6.1mm (1⁄4") 100mm (4") 10

161E 7.6mm (5⁄16") 150mm (6") 5

161FF 9.5mm (3⁄8") 150mm (6") 5

161W Wallet containing one of each 1 set

Delivers a punch when hand pressure applied to knurled head. One handed
operation, hammer should not be used. Depth of impression adjusted by turning
knurled head.

Part No Length                                     Operating Pressure Range
mm kg lb

65–171R 120mm (411⁄16") 13.5-2.25 30-5

E172 149mm (57⁄8") 22.5-6.3 50-14

Two quality drivers for pushing home nails and pins when using a hammer would
be hazardous or cause damage. Magnetic head holds nail in place, and spring
return allows automatic thrusting of nail below material surface. Pistol grip handle
for extra secure grip. 2.5mm: for pushing home panel pins and nails up to
2.5mm diameter. 4mm: for nails up to 4mm diameter.

Part No Head Type Diameter Pack Size

9180 Pin driver 2.5mm (3⁄32") 6

9185 Nail driver 4mm (5⁄32") 6
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Centre Punches Parallel Punches

Auto Centre Punches Nail & Pin Drivers

9020
テキスト ボックス
EA574E

9020
テキスト ボックス
EA574EB


