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ENGINEERS’ TOOLS

Double ended for marking out in confined spaces, e.g. grooves.

Part No Overall Length Description

E222 190mm (71⁄2") Double Ended

SCRIBERS / JEWELLERS SCREWDRIVERS

Available with either hardened steel or tungsten carbide points. Reversible
point prevents tearing and snagging of clothing when clipped in a pocket.

Part No Size when closed Description

E220 89mm (31⁄2") With hardened steel point

E225 89mm (31⁄2") With tungsten carbide point

22005 - Replacement hardened steel point

22502 - Replacement tungsten carbide point
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Double ended with pointed and knife-edge ends. Suitable for marking and
scoring most materials including wood, metal, laminates and plastics.

Part No Overall Length

76–229R 175mm (7")

Designed to carry out fine, delicate work by toolmakers, jewellers, watch
makers, instrument engineers and opticians. Blade sizes match all
commonly used slotted screws. 110mm (45⁄16 in) overall length when fitted
with blade.

Part No Blade Width Pack Size
mm in

7771 Set of six complete
screwdrivers supplied in fitters case 1 set

7772 Pocket set containing one screwdriver
body and six interchangeable blades with
widths from 0.6mm (0.025in) to 2.5mm (0.100in) 1 set
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Designed for the machinist. For marking out in confined spaces,
particularly on pre-machined workpieces.

Part No Overall Length Description

E227 114mm (41⁄2") One piece single ended scriber5
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Engineers’ Scribers Handy Scribers

Pocket Scribers Jewellers’ Screwdrivers

Machinists’ Scriber
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