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3.0ton/320- 530mm Axle RV R
5.0ton/380- 580mm Axle YK
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	3.0ton/320- 530mm Ａｘｌｅ スタンドのバリエーション
	EA993DA-3
	3.0ton/320- 530mm Ａｘｌｅ スタンド

	EA993DA-5
	5.0ton/380- 580mm Ａｘｌｅ スタンド

	EA993DA-8
	8.0ton/380- 595mm Ａｘｌｅ ｽﾀﾝﾄﾞ(ﾋﾟﾝ式)

	EA993DA-16A
	16.0ton/290- 455mm Ａｘｌｅ ｽﾀﾝﾄﾞ(ﾋﾟﾝ式)

	EA993DA-16B
	16.0ton/440- 725mm Ａｘｌｅ スタンド

	EA993DA-16C
	16.0ton/675-1125mm Ａｘｌｅ スタンド

	EA993DC-5
	5.0ton/230- 320mm Ａｘｌｅ スタンド

	EA993DC-8A
	8.0ton/360- 605mm Ａｘｌｅ スタンド

	EA993DC-8B
	8.0ton/950-1450mm Ａｘｌｅ スタンド

	EA993DC-12
	12.0ton/325- 485mm Axleｽﾀﾝﾄﾞ(ｽﾋﾟﾝﾄﾞﾙ式)

	EA993DC-12B
	12.0ton/450- 725mm Ａｘｌｅ スタンド



